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3#%6 & 1%6 GRD.

JUNCTION BOX
STAINLESS STEEL
400mmx350mmx150mm
TYP. FOR 4 @ THE 4

SYMBOLS & LEGENDS:

D UNDER PASS LUMINAIRE 70 WATT,
HIGH PRESSURE SODIUM VAPOR
] JUNCTION BOX STAINLESS STEEL
200mmx150mmx100mm
D JUNCTION BOX STAINLESS STEEL
400mmx350mmx150mm
—————— UNIT DUCT

E—— CONDUIT ATTACHED TO STRUCTURE

“RGS PVC-CUATED

3%6 & 1%6 GRD.
IN 25mm CONDUIT

CORNERS OF BRIDGE WALL

L

7 — IN 25mm UNIT DUCT
/ TO POLE e STA. 24834

NOTES:

3#6 & 1%6 GND IN 25 MM UNIT DUCT PULLED IN 50 MM
RGS CASING UP TO JUNCTION BOX.

2. FIXTURES TO BE SURFACE MOUNTED ON ABUTMEN
NALL OR CENTER CONCRETE SURFACE AS SHOWN ON DETAIL.
3. ALL EXPOSED CONDUITS TO BE RGS PVC COATED UNLESS
NOTED.
4. ROUTE ALL COUDUITS ON ROADSIDE OF ABUTMENT WALL
AS HIGH AS POSSIBLE.
5. ROUTE CABLE DUCT IN 50MM RGS PVC COATED CONDUIT ATTACHED
TO STRUCTURE FROM JUNCTION BOX. TERMINATE CONDUIT
30" 40,76 M) BELOW GRADE WITH 90 DEGREE ELBOW.
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